Marathon

Roofing Products

ALUMINATOR

All-Aluminum
= Made from Spun Aluminum for Quick Installation &
Long-Term Durability. Flange is 16” & the Outlet is
12" Long
* New & Improved Aluminum Dome
= Increased Height for Better Drainage - the New
Dome Stands 7” Tall & 10" in Diameter, allowing for
Improved Water Flow & Debris Clearance
¢ Heavy-Duty Aluminum Ring
* Features a 1-1/4" Tall Aluminum Ring with 12
Scallops to Optimize Drainage & Water Flow
ProSeal Rubber Seal
= Standard with ProSeal Rubber Seal, Offering a
Watertight Connection & Preventing Water
Backup Under the Membrane
Larger Stud Diameter
* Larger Stud Diameter for Increased Strength &
Enhanced Hardware Stability
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Engineered for performance and built to last, the
Aluminator is the ultimate retrofit roof drain designed to
handle demanding commercial roofing environments.
Crafted from heavy-duty spun aluminum, the Aluminator
offers incredible durability, making it the smart choice
for distributors, contractors and building owners alike.
Featuring the Proseal mechanical seal that creates a
watertight barrier inside the existing drain pipe to
prevent water backup from reaching the roof mem-
brane. Installs quickly with compression bolts — no
adhesives required — for a secure, long-lasting fit, even
in aged or irregular piping. Paired with the heavy-duty
aluminum dome and clamp ring, it protects against
debris and ensures consistent water flow. The Aluminator
delivers reliable drainage with a professional-grade
finish.

Scan for Full
Product Details!

BALUM2CR 27 | 1-3/4” -21/4” Tape Seal
BALUM3CRP 3" | 2-7/8” - 3-1/4” ’
BALUMACRP 4" | 3-7/8" - 4-1/4”
BALUMSCRP 5" | 4-7/8" - 5-1/4”
BALUMGCRP 6” | 5-7/8" - 6-1/4"
BALUM8BCRPM 8" | 77/8"-81/4"
BALUMIOCRP 10” |9 3/4” -101/4”

Due to variations in
manufacturing and job site

Non-Standard

BALUM200OCRS| 2.5” | 21/4--25/8 inconsistencies the data are
BALUM3OOCRS| 3.5" [ 31/4--35/8 | guidelines only and are not
BALUM40OCRS| 4.5” | 41/4--45/8 | Syaranteediorany specific

CERTIFIED BY

The 3", 4", 5", and 6" sizes are QAI certified,
ensuring compliance with industry standards
for quality and performance.

ASME 112.6.4 & CSA B79

800.828.8424
marathondrains.com
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